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 M2 ENERGENCE� DISPLAY

INSTALLATION INSTRUCTIONS FOR M2 UNIT CONTROLLER ENERGENCE DISPLAY KIT
USED WITH ENERGENCE� ROOFTOP UNITS

INSERT SCREW-
DRIVER INTO LOOP
AND GENTLY PRY IN
DIRECTION SHOWN
TO RELEASE.

WITH DISPLAY CASE
RELEASED, UNPLUG
CONNECTOR FROM
CONTROLLER.

ALIGN PINS IN
DISPLAY CASE
WITH HOLES IN
CONTROLLER.

DISPLAY CASE

PRESS DISPLAY
CASE ONTO
CONTROLLER
UNTIL LOOPS
SNAP

CONTROLLER

CONTROLLER

DISPLAY CASE

PLUG CONNECTOR TO CONTROLLER

Shipping and Packing List
1− M2 Energence� Display (DB1−1)

1− Installation Instructions (this document)

Removing the Display
1. Power down the rooftop unit.

2. Insert a flat screwdriver into the loops located on the
side edges of the display and gently pry tabs out to re-
lease the display from the M2 Unit Controller.

3. Disconnect the cable from the M2 Unit Controller.

Installing new Display

1. Connect the display cable to the M2 Unit Controller.

2. Insert alignment pins into corresponding holes on the
M2 Unit Controller; evenly press display onto the M2
until both tabs latch onto the M2 Unit Controller.

3. Power up the rooftop unit.


